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JM-310

Superior quality
end product

FINE-GRINDER MACHINE WITH
DOUBLE BLADE ROLLER



 ■ Reduction of waste storage space.
 ■ Heavy duty construction.
 ■ The byproducts obtained are prepared 

for ensilage and pumping to the 
further value added processes.

 ■ Easy to use and cleaning.
 ■ High capacity.
 ■ Long service life due to key 

components are made of wear-
resistant steel.

BENEFITS

 ◘ Applicable for organic material generated by different 
industries:

 » Fish: For shredding spines, heads, filleting process 
trimmings, and other byproducts generated in 
handling processes.

 » Poultry: For shredding into fine particles the pieces 
coming from the carcass shredders.

 » Meat: For fine particles from bone and offal.
 » Fruit & vegetables: For shredding of fruit in bad 

condition, to lower volume and use of compost.
 ◘ Grinding byproducts into fine particles, by means of two 

rollers with blades that rotate synchronously against 
rotation.

 ◘ Specially designed to crush by-products of fish and 
cooked meat before separating the fat in the fishmeal 
manufacturing processes.

 ◘ The blades are made of special wear-resistant stainless steel.
 ◘ Equipped with feeding hopper for the introduction of the 

products to be crushed.
 ◘ The structure of the machine and the hopper are made of AISI-

316 stainless steel.
 ◘ In case of blockage, an automatic anti-clogging device is 

automatically activated.
 ◘ Available with electric or hydraulic motors. Hydraulic version is 

provided with a hydraulic power pack.

The JOSMAR® JM-310 Fine-Grinder machine has beeen designed for crushing 
all kinds of organic material into small particles (measures approx. 25 x 25 mm). 
Specially designed to grind fish byproducts obtained during its processing.

Reduction of waste 
storage space.
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High shredding capacity 
and large reduction in waste 

storage space
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FUNCTIONING

High crushing capacity

 ◘ The grinder machine JM-310, equipped with double 
blade roller, has been designed to shear and shred the fish 
byproducts (fish bones, pieces of muscle, skins, etc.), in 
small particles, of adequate size for storage, pumping, and 
subsequent processing.

 ◘ It is equipped with two crushing rollers that rotate in the 
opposite direction. The product is sheared into small particles 
thanks to the shear effect of the blades that are integrated in 
the rotating rollers.

 ◘ The rollers rotation speed is adjustable by means of frequency 
variator (electric version) or flow regulation (hydraulic 
version).  The rotation speed determines the size of the 
particle.

 ◘ As security system, the machine is equipped with an anti-
clogging device that stops and reverses the crushing rollers 
turn direction in the event of a jam and then automatically 
reboot normal operation.

 ◘ The machine incorporates a feeding hopper for the 
introduction of the products to be crushed.

 ◘ This type of machines is used both, in filleting lines in 
onboard fishing factories and in onshore processing lines.



TECHNICAL INFORMATION

Throughput rate: 3600 kg/hour.

Operators: It doesn’t require any operator.

Cutting blade step: 25 x 25 mm.

Particle size: Less than 25×25 mm.

MATERIALS

Housing and structure: Aisi-316 stainless steel, corrosion-resistant materials.

Blades:
Special wear-resistant steel for cutting with surface treat-
ment.

DIMENSIONS & WEIGHTS – Electric Version:

Measures (LxWxH): 731 x 589 x 652 mm.

Packaging (LxWxH): 850 x 800 x 920 mm.

Net Weight: 290 Kg

Gross Weight: 340 Kg

DIMENSIONS & WEIGHTS – Hydraulic Version:

Measures (LxWxH): 462 x 600 x 665 mm.

Packaging (LxWxH): 610 x 1000 x 980 mm.

Net Weight: 220 Kg

Gross Weight: 280 Kg

CONSUMPTION

Water: 6 l/min.

Water pressure: 2-3 bar

ELECTRIC VERSION – JM-310-E

Machine drive: Electric gearmotor.

Total power: 4 kW

ELECTRICITY 3x400V+N+PE/50Hz

HYDRAULIC VERSION – JM-310-H

Machine drive: 2 hydraulic motors.

Hydraulic oil flow: 40 l/min

Maximum operating pressure: 150 bar

www.josmar.tech JOSMAR   JM-310 www.josmar.tech JOSMAR   JM-310

ELECTRIC
VERSION

HYDRAULIC
VERSION



wwwdemo videos

Avda. Peinador , 65   |  36417 - Mos   |   Pontevedra - Spain
T- +34 986 266 475   E- info@josmar.tech   W- www.josmar.tech

https://vimeo.com/user102123898
https://www.youtube.com/channel/UCmMSm1UlkbbnlRwny4FE0dg
https://josmar.tech

