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FREE-STANDING MANUAL 
SKINNING MACHINE

JM-715

Superior quality
end product



 ■ User-friendly operation.
 ■ High precision and quick skinning.
 ■ Minimal product loss.
 ■ Maximum protection against 

humidity.
 ■ Fast cleaning, optimum hygiene.
 ■ Easy maintenance.
 ■ Perimeter protection handles.
 ■ Footswitch.
 ■ Stainless steel.

BENEFITS

Specifications:

 ◘ Specially designed to remove the skin of:
 » Flatfish: Flounder, halibut, arrowtooth flounder, turbot.
 » Smooth-skinned fish: Ray.
 » Cephalopods: Squid, flying squid.

 ◘ Throughput rate: High capacity. Up to 40 pieces/minute.
 ◘ Advantages: Only the skin is removed, leaving the fish muscle 

intact, contributing to a maximum yield a rapid return on the 
investment.

 ◘ Design:  Compact y ergonómic. Designed to work in hostile 
environments with high humidity levels.

 ◘ Manufacture: Robust, with AISI-316 stainless steel and 
anticorrosive aluminum. Highly reliable, corrosion-resistant 
components to ensure continuous operation o onboard 
fishing vessels.

 ◘ Handling: Very easy and safe. Due to its simple operation, the 
operator only needs basic training for its use.

 ◘ Working speed: Adjustable.
 ◘ Equipment: Equipped with an electric panel with “forward” 

and “reverse” control of the roller as well as “emergency stop” 
button.

 ◘ Maintenance and hygiene:  Easy access to internal components, with the following 
advantages:

 » Fast cleaning.
 » Optimum hygiene. Meets the highest sanitary standards.
 » Easy maintenance and minimum production stoppages.

 ◘ Safety: According to the current CE standards.
 ◘ Operators: 1 person. Low operating cost.

Available options:

 ◘ Electric and hydraulic version.

1. Peeler and product traction roller, 510 mm length 
and Ø 70 mm, with a toothed and grooved surface, 
to facilitate product dragging and peeling of fish with 
thick and resistant skins.

2. Cleaning roller that rotates in the opposite direction 
to the drive roller to keep it clean during operation 
and to evacuate the skin. Built with a fine-toothed 
surface and with grooves that fit precisely into the 
peeler roller to clean it perfectly (comb effect), and 
with an additional cleaning system by water injection 
in its interior and water pipe with an external nozzle.

3. Water connection through a 20 mm Ø water inlet 
fitting. The water injection cleaning system inside the 
machine prevents build-up on the peeling roller of 
detached material, ensuring efficient and continuous 
operation.

4. Reverse direction of rotation of the cleaning roller 
option for cleaning the peeling roller. (With inverter to 
help in case of clogging).

5. On/off switch and reversal switch for changing the 
rotation of the roller in case of clogging.

6. Pivoting product feeding tray.
7. Perimeter protection handles.
8. Blade adjustment screw, with tension spring.
9. Blade.
10. Peeling blade holder.
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The JOSMAR JM-715 fish skinning machine is a 
manual open-top machine with a support bench. 
Due to its special design, it is possible to remove the 
skin of fish of larger size than the common machines 
available in the market. The fish is infeed manually 
and its ergonomic design facilitates the efficient and 
safe use of the machine.

MACHINE COMPONENTS



Maximum skinless 
fillet yield

Robust, machine in AISI-316 
stainless steel and 

anticorrosive aluminum. 
Highly reliable, corrosion-
resistant components to 

ensure continuous operation o 
onboard fishing vessels.



www.josmar.tech JOSMAR   JM-715

TECHNICAL INFORMATION

Throughput rate:
20/40 pieces/min, depending on the size of the fish and the operator 
skill.

Cut thickness: Fixed cut at 0,5 mm

Type of peeling: Deep, with a sharp blade and adjusted to the roller.

Operators: 1 person.

APPROX. DIMENSIONS

Measures (LxWxH): 747 x 641 x 896 mm

Packaging (LxWxH): 850 x 730 x 980 mm

Net weight: 125 kg

Gross weight: 190 kg

MATERIALS

Housing and structure: Aisi-316 Stainless steel and corrosion-resistant materials.

Peeling roller: 510 mm length and Ø 70 mm, made of special steel.

CONSUMPTION

Water: 4 l/min.

Water pressure: 2-3 bar

ELECTRIC VERSION-MODEL JM-715-E

Machine drive: Electric gear motor.

Total power: 0,55 kW

HYDRAULIC VERSION-MODEL JM-715-H

Machine drive: Hydraulic motor.

Hydraulic oil flow: 15 l/min

Maximum operating pressure: 85 bar

ELECTRICITY: 3x400V+N+PE/50Hz

EQUIPPED WITH: Skin removed with a sharp knife.

Injected water cleaning system.

Water sprinkler system to ensure removal of skin remains.

Water spray system with adjustable flow on toothed roller, 
hopper roller and worktop.

Rotating rollers with rotation inversion

Knife pressure device, cushioning, adjustable height.

Knife holder damped by springs.

Ergonomic, height-adjustable 24-volt safe footswitch.

Electrical parts and bearings are sealed to water.
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wwwdemo videos

https://vimeo.com/user102123898
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