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FLATFISH FILLETING MACHINE
JM-904

Superior quality
end product



 ■ Adjustable to different flatfish 
species.

 ■ Efficient and high-quality filleting.
 ■ High capacity and maximum yield.
 ■ Easy to use. Optimal ergonomics.
 ■ Easy cleaning and maintenance.
 ■ Designed according to safety 

standards. CE marking.
 ■ Compact design, minimum foot-

print.
 ■ Strong and tough frame.
 ■ 1 operator, low operation cost.

BENEFITS

Specifications:

 ◘ Applications:
 » Flounder, halibut, dab, sole, black scabbardfish, and 

other similar species.
 ◘ Throughput rate: 40/50 fish/min, depending on the fish and 

the skill of the operator.
 ◘ Working range: Up to 600 mm of total length (approx.) and 

up to 250 mm of total width.
 » (black scabbardfish: Up to 1000 mm of total length, head 

included).
 ◘ Fish feeding system: From the top of the machine.
 ◘ Product to be processed: Fish previously beheaded (with or 

without guts).

 ◘ Manufacture: AISI-316 stainless steel, corrosion resistan 
materials and food-grade plastics.

 ◘ Design: Compact and robust. Minimum foot-print.
 ◘ Safety: Provided with an emergency stop device. CE marking.
 ◘ Operators: 1 person.

Complementary equipment:

 ◘ Elevated working platform.
 ◘ Fish buffer tank for feeding the machine easily.
 ◘ Separated modular conveyor belts for fillets and bones 

exit.

Efficient and high 
quality filleting
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The JM-904 filleting machine has been designed for 
filleting different species of flatfish.

FUNCTIONING

 ◘ The fish must be previously beheaded. It can be with or 
without guts.

 ◘ The machine must be mechanically adjusted according 
to the species and size of the fish to be processed. 

 ◘ The headless fish is manually introduced into the 
machine from the top. It must be introduced vertically 
with the tail downwards and the ventral cavity towards 
the left of the machine.

 ◘ The guides at the entrance of the machine allow 
centering the fish between the cutting blades.

 ◘ Then, two conveyor belts hold it and introduce it inside 
the cutting area, separating the bone from the fillets.

 ◘ The fillets and the bones (with or without guts), are 
carried outside the machine through two separated 
conveyor belts (optional), avoiding any possible 
contamination.
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Throughput rate (*): 40/50 fish/min.

Rango de trabajo:

Flatfish:
-Up to 600 mm of total length.
-Up to 250 mm of total width.
Others (Black scabbardfish):
Up to 1000 mm of total length.

Fish thickness: Max. 50 mm

Operators: 1 person.

Fish transport system: Double belt.

APPROX. DIMENSIONS

Measures (LxWxH): 1450 x 1000 x 1330 mm

Packaging (LxWxH): 1660 x 1120 x 1380 mm

Net weight: 585 kg

Gross weight: 650 Kg

TECHNICAL INFORMATION

MATERIALS

Housing and structure: Aisi-316 stainless steel and corrosion-resistant materials.

Knives: Special stainless steel.

CONSUMPTION

Water: 6-8 l/min.

Water pressure: 2-3 bar

Knives drive: Electric motor 2,20 kW

Doble belt drive: Electric gear-motor 0,55 kW

Total power: 2,75 kW

ELECTRICITY 3x400V+N+PE/50Hz

(*)Depending on the fish condition and the skill of the operator.
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Versatile filleting 
machine, 

adjustable to different 
sizes of  flatfish.
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