
Cephalopod 
processing
Food additives treatment



Semi-circular soaking tank loading system consisting of: 

Hopper type scale for batch weighing. 
Distribution conveyor.
Elevator conveyors.
Conveyor with diverters. 

SOAKING TANKS LOADING SYSTEM WITH HOPPER SCALE & 
HORIZONTAL CONVEYOR WITH DIVERTERS

LINES FOR CEPHALOPODS 
Food additives treatment in 
soaking tanks.
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JM-040
Semi-circular soaking tanks

Multi-product: Flying-squid (tubes, rings), octopus (whole, tentacles).
Homogeneity of the product 365 days a year. 
Maximum yield of the treated product. 
High quality end product
Fully automatic. No operator required. 
Registration and traceability of the process.
Easy handling. 
Easy maintenance and cleaning. 
Safe and reliable system. 

MAIN BENEFITS:



�e new information system of the treatment 
process is a software developed by JOSMAR®, 
specifically designed for each project, which 
integrates the parameter setting and control of: 

�e product loading and unloading system in 
the soaking tanks.
�e integral operation of the soacking tanks.
Enables the control of each phase.
Real-time data collection.
Traceability of the process.
Possibility of integration with ERP or other 
production management softwares.

CONTROL AND TRACEABILITY:
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Control system panel

Vacuum sucking tank

SOAKING TANKS LOADING SYSTEM WITH 
TELESCOPIC PIPE

Cylindrical tank with conical bottom, with pipe 
discharge by means of vacuum system.
Product weight control for accumulation and 
premixing of product with dissolution of additives.
Telescopic pipe for transfering and loading the 
soaking tanks

Semi-circular soaking tank loading system consisting of: 



More than 40 years 
manufacturing machinery 
for fish, seafood and 
cephalopod processing.
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JOSMAR® is a family business that has been 
passed down from generation to generation.

It has two operational facilities on the coast of 
Galicia, strategically located nearby the port 
and airport of Vigo city, an area with a 
deep-rooted fishing tradition.

With more than 40 years of experience in the 
design, construction, and installation of seafood 
processing equipment for both, on-board 
fishing vessels, where space is limited and 
conditions are extreme, and onshore factories, 
the company has acquired a solid global 
reputation.

Today, JOSMAR® is a leading partner for the 
development of solutions and supply of 
equipment for food processing lines, with 
solutions ranging from fish to meat, vegetables 
to bakery products.

JOSMAR® is always evolving and manufactures 
its own range of machines for processing fish, 
cephalopods, and crustaceans, such as: 
head-cutting machines, filleting machines, 
peeling machines, cutting machines, grinders, 
etc.

Always focusing on safety, hygiene, ergonomics 
and reliability, JOSMAR® is committed to 
support from start to finish in upgrading and 
optimising existing systems in your factory or 
vessel, and in finding new solutions to new 
challenges.

JOSMAR®'s goal is to enable its customers to 
achieve a level of e�ciency and 
cost-e�ectiveness that will enable them to 
compete e�ectively in the marketplace today 
and in the future.

�e semi-circular soaking tanks, JOSMAR mod. JM-040 are specially designed for the treatment of 
cephalopods, manufactured of AISI-316 stainless steel.

Depending on the model, the tanks have a product and additive solution loading capacity ranging 
from 1,000 kg product/2,000 litres solution to 1,500 kg product/ 3,000 litres solution. 

�e soaking tanks manage to tenderise, whiten and rehydrate the cephalopods homogeneously, 
thanks to the smooth and precise movement of the paddles that rotate inside them, very gently 
stirring the product and the additive solution. 

�e paddles are mounted on a longitudinal axis located in the centre of the tank.  �eir position is 
adjustable both longitudinally and angularly, to adapt to each type of product. 

�e paddles are rotated by means of an electric geared motor coupled to the shaft. �e motor is 
located on the outside of the tank and the rotation speed is variable to adapt to the needs of the 
process. 

�e tanks are also equipped with air collectors at their base, through which pressurised air is injected, 
creating air bubbles that contribute both to the separation of the product from each other and to the 
homogenisation of the additive solution. 

�e speed of rotation of the paddles, the frequency and duration of each agitation cycle, as well as the 
air injections to create bubbles, are programmed and controlled by an electro-pneumatic control panel 
equipped with a programmable automaton, which records all the data and parameters of the process. 

For the discharge of the product and the dissolution of additives, each tank has a discharge orifice to a 
manifold in which a pneumatically operated guillotine valve made of stainless steel is mounted. �e 
diameter of the discharge manifold and the valve are designed according to the product. 

In addition, a ball valve is installed on the opposite side of the valve for manual discharge of the tank if 
necessary and for cleaning purposes. 

Its modular design allows it to adapt to the space available in the factory, adjusting to the production 
and needs of each project.

Greater process control and traceability. Provided with process data capture, production control and 
yields.

Treatment tanks for cephalopods, mod. JM-040


